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HOMOJENIZATOR TEKNOLOJILERI

500 SERISI
/' HOMOJENIZATGR-POMPA

HOM\TECH

HOMOJENIZATOR TEKNOLOJILERI

v Homojenizasyonda Ylksek Kalite

v High Quality in Homogenization

v Diisiik Enerji Tlketimi

v Low Energy Consumption

v CE-ISO Standartlarina Uygun

v Conforms to CE-ISO Standards

v Ozgiin ve Ergonomik Tasarim

v Original and Ergonomic Design

Vv Standardizasyonda Sifir Titresim

Vv Zero Vibration in Standardisation

Vv Giicli Krank Mekanizmasi

Vv Powerful Crank Mechanism

v Mitkemmel Performans

v Excellent Performance

v Maksimum Giivenlik

v Maximum Security

v Giivenli Yiiksek Basing

v Secure High Pressure

v Sessiz isletim Sistemi (64 Desibel)

v Silent Operating System (64 Decibel)

v Korozyona Dayanikh

v Corrosion Resistant

v Vizkoza Uygun (Akiskan Olmayan)

v Compliance with Viscosity (Non-fluid)

Vv Enerjide Maksimum Tasarruf

v Maximum Saving in Energy

v Komple Paslanmaz AISI 304 L

Vv Complete Stainless AlSI 304 L

v Kolay Montaj

v Easy Assembly

v CIP-SIP Uygun Kolay Temizlik

v CIP-SIP Convenient Easy Cleaning

Vv Sertifikali Garantiden Radyografi
(Kilcal Catlak)

v Radiography from Certified Warranty
(Micro Crack)

v Stoktan 10 Yil Garantili Her An
1. Sinif Kaliteli ve Mukavemetli
Yedek Parca

v Always 1st Class with 10 Year
Warranty Quality and Strength

Power Generator
Bearing

Non-homogenized
Produc

Range-1 mm
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250 Litre/Saat ve 20000 Litre/Saat Modeller ile 150&200 Bar araliginda yiiksek
basinglarda milkemmel homojenizasyon

With 250 Liter/Hour and 20000 Liter/Hour Models, 150&200 Bar High Pressures
Range excellent homogenization

Homojenizasyon Prensibi: Siit ve Siit Uriinleri gida icecek, kimya, kozmetik, ilag
endustrisi alanlarinda yaygin olarak kullaniimaktadir. Homojenizatér bir veya
daha fazla maddenin bir sivi ile karistiriimasi sonucu olusan Heterojen karisim
icerisindeki partikillerin parcalanarak mikron haline getirilmesi ve yayilmasi
islemidir.

Homojenizasyonda bir veya daha fazla maddenin bir sivi ile karistiriimasi sonucu
olusan heterojen karisim igerisindeki partiklllerin parcalanarak mikron haline
getirilmesi ve yayillmasi istenmistir.

Homogenization Principle: Milk and Dairy Products widely used in fields of food,
chemistry, cosmetic, pharmaceutical industry. Homogenizer is the process of
fragmentation and dissemination of the particles within a heterogeneous mixture
created by mixing one or more substances with a liquid.

In homogenization, it is aimed to crush into micron and spread fragments within a

Spare Parts heterogeneous mix created by mixing one or more substances with a liquid.
KULLANIM ALANLARI
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sit Uriinleri ilag Urdinleri Kimya Edstrisi Kozmetik Yiyecek Uriinleri
Milk Products Pharmaceutical Chemistry Cosmetic Food Products

TEKNIK OZELLIKLER

TECHNICAL FEATURES

Uriin: Siit / Product: Milk
Viskozite / Viscosity: 200 CP' kadar

Maksimum Partikiil Biiyikiogd 500 Mikron'a kadar /
Max. Particular Size Until 500 Micron

Operasyon Sicakligi / Operation Temparature; <90°C
Kapasite / Capacity; 500 LT/H

Homojenize Kademesi Tek Kademeli /
Homogenizer Stage is One Stage

Mak. Calisma Basinci / Max. Working Pressure: 250 bar

Maksimum Karsilama Basinci: 10 bar /
Max. Product Feeding Pressure: 10 bar

Minimum Uriin Besleme Basincs: 2 bar /
Min. Product Feeding Pressure: 2 bar

Stroke Sayisi: 750 Adet - Dakika /
Stroke Number: 750 Pcs - Minute

Motor Giicii / Engine Power: 7,5 kW

Motor Markasi / Engine Brand: GAMAK

Motor Devri: 900 Devir - Dakika / Engine: 900 Rpm

Motor Frekansi / Engine Frequency: 60 Hz

Motor Voltaji / Engine Voltage: 380 V.

Elektrik Tiiketimi / Electric Consumption: 7,5 kW

Elektrik Beslemesi / Electric Supply: 13 hp / 380 V / 50 Hz
Yardimci Devreler / Auxiliary Circuits: 220 V DC

Piston Mil Sayisi: 3 Adet / Number of Pistons: 3 Pieces

Komprestr Hava Basinci: Maksimum 5 Bar /
Compressor Air Pressure: Max. 5 Bar

Su Tiiketimi / Water Consumption: 80 Lt / h

Su Basinci / Water Pressure: 2 Bar

Sac Kalinhgi / Stainless Steel Thickness: 1,5 mm

Cikis Vanasinin Capi / Diameter of Discharge Valve: DN40
Ebatlar / Dimensions: 900mm x 1400mm x 1000mm (h)

Ayak Olciisii: 5 cm'den 16 cm'e ayarlanabilir ayaki
Foot Lenght From: 5 cm to 16, adjustable feet

Adirlik / Weight: 400 kg
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istede bagli tek - ¢ift kademe pinomatik ve manual sistemler uygulanir.

Optional single - double pneumatic and manual systems are applied.
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HOMOJENIZATOR TEKNOLOJILERI ; HﬂMUJENiZATﬁR-PﬂMPA HOMOJENIZATOR TEKNOLOJILERI HUMUJENiZATﬁR-PUMPA

TEKNIK OZELLIKLER TEKNIK OZELLIKLER
TECHNICAL FEATURES TECHNICAL FEATURES
Uriin: Siit / Product: Milk Uriin: Siit / Product; Milk

Viskozite / Viscosity: 200 CP' kadar

Maksimum Partikiil Biiyiikligi 500 Mikron'a kadar /
Max. Particular Size Until 500 Micron

Operasyon Sicakiigi / Operation Temparature: <30°C
Kapasite / Capacity: 1.000 LT/H

Homojenize Kademesi Tek Kademeli /
Homogenizer Stage is One Stage

Mak. Calisma Basinci / Max. Working Pressure: 250 bar

Maksimum Karsilama Basinci: 10 bar /
Max. Product Feeding Pressure: 10 bar

Minimum Uriin Besleme Basinct: 2 bar /
Min. Product Feeding Pressure: 2 bar

Stroke Sayisi: 750 Adet - Dakika /
Stroke Number: 750 Pcs - Minute

Motor Giicii / Engine Power: 11 kW

Motor Markasi / Engine Brand: GAMAK

Motor Devri: 900 Devir - Dakika / Engine: 900 Rpm
Motor Frekansi / Engine Frequency: 60 Hz

Motor Voltaji / Engine Voltage: 380 V

Elektrik Tiiketimi / Electric Consumption: 11 kW

Elektrik Beslemesi / Electric Supply: 3 hp / 380 V/ 50 Hz
Yardimai Devreler / Auxiliary Circuits: 220 V DC

Piston Mil Sayisi: 3 Adet / Number of Pistons: 3 Pieces

Kompresdr Hava Basinci: Maksimum 5 Bar /
Compressor Air Pressure: Max. 5 Bar

Su Tiiketimi / Water Consumption: 80 Lt / h

Su Basinci / Water Pressure: 2 Bar

Sac Kalinlig / Stainless Steel Thickness: 1,5 mm

Cilig Vanasinin Capi / Diameter of Discharge Valve: DN40
Ebatlar / Dimensions: 1100mm x 1300mm x 1480mm (h)
Ayak Olgiisii; 5 cm'den 16 cm'e ayarlanabilir ayakii

Foot Lenght From: 5 cm to 16, adjustable feet

Agirhik / Weight: 560 kg

Viskozite / Viscosity: 200 CP' kadar

Maksimum Partikiil Biiyiikltigi 500 Mikron'a kadar /
Max. Particular Size Until 500 Micron

Operasyon Sicakligi / Operation Temparature: <30°C
Kapasite / Capacity: 3.000 LT/H

Homojenize Kademesi Tek Kademeli /
Homogenizer Stage is One Stage

Mak. Calisma Basinci / Max. Working Pressure: 200 bar

Maksimum Karsilama Basinet: 10 bar /
Max. Product Feeding Pressure: 10 bar

Minimum Oriin Besleme Basincs: 2 bar /
Min. Product Feeding Pressure; 2 bar

Stroke Sayist: 750 Adet - Dakika /
Stroke Number: 750 Pcs - Minute

Motor Giicii / Engine Power: 22 kW

Motor Markasi / Engine Brand: GAMAK

Motor Devri: 900 Devir - Dakika / Engine: 900 Rpm
Motor Frekansi / Engine Frequency: 60 Hz

Motor Voltaji / Engine Voltage: 380 V

Elektrik Tiiketimi / Electric Consumption: 22 kW

Elektrik Beslemesi / Electric Supply: 3hp / 380 V / 50 Hz
Yardimci Devreler / Auxiliary Circuits: 220 V DC

Piston Mil Sayisi: 3 Adet / Number of Pistons: 3 Pieces

Komprestr Hava Basinci: Maksimum 5 Bar /
Compressor Air Pressure: Max. 5 Bar

Su Tiiketimi / Water Consumption: 80 Lt / h

Su Basinci / Water Pressure: 2 Bar

Sac Kalinhigi / Stainless Steel Thickness: 1,5 mm

Cikis Vanasinin Capi / Diameter of Discharge Valve: DN40
Ebatlar / Dimensions: 1340mm x 1040mm x 1440mm (h)
Ayak Olcilisii: 5 cm'den 16 cm'e ayarlanabilir ayakl

Foot Lenght From: 5 cm to 16, adjustable feet

Agiriik / Weight: 900 kg
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www.homtech.com.tr istege bagl tek - ¢ift kademe pinomatik ve manual sistemler uygulanir. www.homtech.com.tr istede bagl tek - ¢ift kademe pinomatik ve manual sistemler uygulanir.

www.milkmanmakine.com Optional single - double pneumatic and manual systems are applied. www.milkmanmakine.com Optional single - double pneumatic and manual systems are applied.
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HOMOJENIZATOR TEKNOLOJILERI

TEKNIK OZELLIKLER

TECHNICAL FEATURES

Uriin: Siit / Product: Milk
Viskozite / Viscosity: 200 CP' kadar

Maksimum Partikiil Biiyiikligi 500 Mikron'a kadar /
Max. Particular Size Until 500 Micron

Operasyon Sicakligi / Operation Temparature: <90°C
Kapasite / Capacity: 5.000 LT/H

Homojenize Kademesi Tek Kademeli /
Homogenizer Stage is One Stage

Mak. Calisma Basinci / Max. Working Pressure: 250 bar

Maksimum Karsilama Basinci: 10 bar /
Max. Product Feeding Pressure: 10 bar

Minimum Uriin Besleme Basinc: 2 bar /
Min. Product Feeding Pressure: 2 bar

Stroke Sayisi: 750 Adet - Dakika /
Stroke Number: 750 Pcs - Minute

Motor Giicii / Engine Power: 37 kW

Motor Markasi / Engine Brand: GAMAK

Motor Devri: 900 Devir - Dakika / Engine: 900 Rpm
Motor Frekansi / Engine Frequency: 60 Hz

Motor Voltaji / Engine Voltage: 380 V

Elektrik Tiiketimi / Electric Consumption: 37 kW

Elektrik Beslemesi / Electric Supply: 3 hp / 380 V/ 50 Hz
Yardimai Devreler / Auxiliary Circuits: 220 V DC

Piston Mil Sayisi: 3 Adet / Number of Pistons: 3 Pieces

Kompresdr Hava Basinci: Maksimum 8 Bar /
Compressar Air Pressure: Max. 8 Bar

Su Tiiketimi / Water Consumption: 80 Lt / h

Su Basinci / Water Pressure: 2 Bar

Sac Kalinlig / Stainless Steel Thickness: 1,5 mm

Cikis Vanasinin Capi / Diameter of Discharge Valve: DN40
Ebatlar / Dimensions: 1430mm x 1190mm x 1370mm (h)

Ayak ﬁlg'.isi]: 5 cm'den 16 cm'e ayarlanabilir ayakh
Foot Lenght From: 5 cm to 16, adjustable feet

Agirlik / Weight: 1100 kg
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istede bagli tek - ¢cift kademe pinomatik ve manual sistemler uygulanir.

Optional single - double pneumatic and manual systems are applied.

HOM\TECH | 10000 SERISi

HOMOJENIZATOR-POMPA

TEKNIK OZELLIKLER

TECHNICAL FEATURES

Uriin: Siit / Product; Milk
Viskozite / Viscosity: 200 CP' kadar

Maksimum Partikiil Biiyiikltigi 500 Mikron'a kadar /
Max. Particular Size Until 500 Micron

Operasyon Sicakligi / Operation Temparature: <30°C
Kapasite / Capacity: 10.000 LT/H

Homojenize Kademesi Tek Kademeli /
Homogenizer Stage is One Stage

Mak. Calisma Basinci / Max. Working Pressure: 250 bar

Maksimum Karsilama Basinci: 10 bar /
Max. Product Feeding Pressure: 10 bar

Minimum Uriin Besleme Basinct: 2 bar /
Min. Product Feeding Pressure; 2 bar

Stroke Sayist: 750 Adet - Dakika / Y
Stroke Number: 750 Pcs - Minute ¥

Motor Giicii / Engine Power: 55 kW

Motor Markasi / Engine Brand: GAMAK

Motor Devri: 900 Devir - Dakika / Engine: 900 Rpm
Motor Frekansi / Engine Frequency: 60 Hz

Motor Voltaji / Engine Voltage: 380 V

Elektrik Tiiketimi / Electric Consumption: 55 kW

Elektrik Beslemesi / Electric Supply: 3hp / 380 V / 50 Hz
Yardimei Devreler / Auxiliary Circuits: 220 VD0 sl
Piston Mil Sayisi: 3 Adet / Number of Pistons: 3 Pieces

Komprestr Hava Basinci: Maksimum 8 Bar /
Compressor Air Pressure: Max. 8 Bar

Su Tiiketimi / Water Consumption: 80 Lt / h

Su Basinci / Water Pressure: 2 Bar

Sac Kalinhigi / Stainless Steel Thickness: 1,5 mm

Cikis Vanasinin Capi / Diameter of Discharge Valve: DN40
Ebatlar / Dimensions: 2100mm x 1600mm x 1500mm (h)
Ayak Olciisii: 5 cm'den 16 cm'e ayarlanabilir ayakl

Foot Lenght From: 5 cm to 16, adjustable feet

Agiriik / Weight: 1940 kg
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www.homtech.com.tr istede bagl tek - ¢ift kademe pinomatik ve manual sistemler uygulanir.

www.milkmanmakine.com

Optional single - double pneumatic and manual systems are applied.
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Akiskan olmayan iiriinler icin tasarlanmistir. R I BGTTA

TEKNIK OZELLIKLER

TECHNICAL FEATURES
Motor Giicii / Motor Power 22 kW

Motor Devir Dk. / Motor 900

Faz / Motor 3

Frekans / Motor 60 Hz

Voltaj / Motor 380

Pano Elektrik / Motor 24 Dc

Piston Mil Sayisi / Number of Plungers 3

Kompresdr Hava Basinci / Number of Plungers 5 Bar Max.

Su Tiiketimi / Water Consumption 40 I/h " ﬁ :
W - i {1 ‘EJ
Su Basinci / Water Pressure 2 Bar W [ - 85 g
\ ;‘ 'Tb r.. - ; S;‘}\:_I_é -
$anziman Ya / Lubrication 28 w/ 50 | &l i i 4 ol il £
| R | i
Sanziman Yag Litre / Lubrication 12 It 875 < X sit - -

Agirlik / Weight 900 kg

Pnomatik Sistem

PISTON POMPA
HOMOJENIZATGR

istegde gore Manuel

TEKNIK OZELLIKLER

TECHNICAL FEATURES
Motor Giicii / Motor Power 11-15 - 22 - 55- 75 kW

Motor Devir Dk. / Motor 900

Faz / Motor 3

Frekans / Motor 60 Hz

Voltaj / Motor 380

Pano Elektrik / Motor 24 Dc

Piston Mil Sayisi / Number of Plungers 3
Komprestr Hava Basinci / Number of Plungers 5 Bar Max.
Su Tiiketimi / Water Consumption 80 I/h
Su Basinci / Water Pressure 2 Bar
Sanziman Yag / Lubrication 20 w/ 50 |
Sanziman Yagi Litre / Lubrication 12 It
Agirlik / Weight 900 kg

500-1000-3000-5000-10000-15000-20000 Litre/Saat Kapasiteler

www.homtech.com.tr istede bagl tek - gift kademe pinomatik ve manual sistemler uygulanir.
www.milkmanmakine.com Optional single - double pneumatic and manual systems are applied.
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MAKINE SAN. TiC. LTD. STi.

istiklal Mh. Sanayi Cd. No: 93 Sakarya / TURKIYE
Tel: 0090 264 28111 88 « Fax: 0090 264 28111 89

info@homtech.com.tr * info@milkmanmakine.com
www.homtech.com.tr * www.milkmanmakine.com




